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Introduction of high configuration version XY5008-W
The product is connected to the network through router 2.4G WiFi, with direct through transmission of internal network, real-time communication, and external network server. Therefore, data can be controlled and viewed anytime and anywhere as long as the network status and unlimited distance are unlimited.
APP download address:
Apple IOS: search in the Apple store: Xinyilian or sinilink
Android: https://m.pp.cn/detail.html?ch_src=pp_dev&appid=7921907&ch=default or download from the official website: http://www.sinilink.com/release.apk
Or download the APP on your mobile phone: PP Assistant, search for ‘Xinyilian’ to download in PP Assistant or scan the code to download the APP
(Note: Android major mainstream markets have been put on the Xiaomi market, and the Huawei market has recently been put on the shelves)
For foreign customers, please download from Google Market, search for ‘sinilink’ to download
Computer client software download address:
http://www.sinilink.com/download/tools/Sinilink-Setup.exe
Multiple devices can be added to the app interface to support Android and IOS systems.
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Detailed interface and key functions:
Short press the ‘ON/OFF’ button to turn on and off the power output, long press the ‘ON/OFF’ button for 2 seconds, the screen rotates and can be rotated 360° in four directions.
Rotate the encoder potentiometer to realize fast page turning.
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Short press the code potentiometer button to activate the parameter (voltage/current) to be set;
Switch between full selection and bit selection by short pressing the code potentiometer button;
After selecting all, all will be displayed in reverse blue, and the set voltage/set current can be switched through the rotary encoder;
After the bit is selected, the corresponding bit will be displayed in reverse blue, and the parameters can be set through the rotary encoder;
After the setting is completed, long press the code potentiometer button for 2 seconds or no button operation for more than 6 seconds will automatically exit the setting;
All parameters are automatically saved after exiting.
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Short press the code potentiometer button, select all'capacity/energy/time', and the corresponding one will be displayed in reverse blue after all selections. Use the rotary encoder to switch the parameter to be cleared. After selecting, short press the code potentiometer button. Clear the corresponding parameter; after selecting, long press the code potentiometer button for 2 seconds or no key operation for more than 6 seconds will automatically exit.
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Short press the code potentiometer button to pause/start curve writing
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Short press the code potentiometer button to activate the parameter to be set;
Switch the parameter name and position selection by short pressing the key of the code potentiometer;
After selecting the parameter name, the parameter name will be displayed in reverse blue, and the parameter to be set can be switched by rotating the encoder potentiometer;
After the bit is selected, the corresponding bit will be displayed in reverse blue, and the parameters can be set through the rotary encoder;
After the setting is completed, long press the code potentiometer button for 2 seconds or no button operation for more than 6 seconds will automatically exit the setting;
All parameters are automatically saved after exiting.
Data group function description：
You can save a total of 10 data groups M0-M9, and save to data group M0 by default. Press and hold the code potentiometer button for 2 seconds on any interface to quickly call up the M1/M2 data group. The current data group number will be displayed at the interface index. ；
In the power supply parameter setting interface, after selecting the data group, rotate the encoder potentiometer to adjust the corresponding data group;
After the parameters in the data group are modified and exited, the corresponding parameters will be stored in the current data group by default.
Note：The power output is turned off by default after switching the data group；
Set voltage U-SET: 0-50.00V;
Set current I-SET: 0-8.1A;
Input undervoltage protection LVP default: 4.8V, can be set by yourself;
Output overvoltage protection OVP default: 51V, can be set by yourself;
Output overcurrent protection OCP default: 8.2A, can be set by yourself;
Output over power protection OPP default: 410W, can be set by yourself;
Maximum operating time OHP: When the parameter is not set to 0, turn on this function, and when it runs for the set time, the power supply will automatically turn off the output;
Maximum capacity OAH: When the parameter is not 0, turn on this function, when the capacity reaches the set parameter, the power will automatically turn off the output;
Maximum energy OWH: When the parameter is not 0, turn on this function. When the energy reaches the set parameter, the power will automatically turn off the output;
OHP/OAH/OWH function can well realize timing/quantitative power supply.
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Short press the code potentiometer button to select/switch the parameter to be set. After selecting, the parameter will be reversed and set the parameter through the rotary encoder;
After the setting is completed, long press the code potentiometer button for 2 seconds or no button operation for more than 6 seconds will automatically exit the setting;
All parameters are automatically saved after exiting.
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Short press the code potentiometer button to select the pairing mode of the wifi module. After selecting, the parameters will be reversed, and the pairing mode of wifi can be selected by rotating the encoder;
After the setting is completed, long press the coding potentiometer button for 2 seconds or no button operation for more than 6 seconds will automatically exit the setting; the wifi module will automatically configure the network according to the selection。
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The foreground and background colors can be switched at will,
64 colors are at your disposal, matching your exclusive colors!

(System default color)
Short press the rotary encoder button, select the corresponding position, the corre-
sponding number will be reversed, use the rotary encoder to switch the theme
background color and foreground color
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ONJOFF

The screen supports four-way rotation

To meet the slotting installation in
different directions, all can obtain

the ideal viewing angle

Long press the ON/OFF button for 2

seconds to rotate the screen in four

directions

Demonstration of horizontal
and vertical screen usage
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After inserting the Wifi module, the interface will automatically switch to the inter-
face with communication, after unplugging the Wifi module, the interface will auto-
matically switch back to the interface without communication.

Automatic
switching

SET:25.80U 8.188A SET:25.80V 8.188A

Without Wifi communication interface With Wifi communication interface
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Store datagroup Interfaceindex Product temperature

WIFI status indication

Remote control enable indication

Output voltage
current power Buzzer enable indication
shift button indication
Lock/unlock indication
Set voltage

and current Brightness/screen off time indication

CC/CV or alarm code display ON/OFF display
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Special remote control for CNC power supply

CNC power supply enters the era of remote
control and digital keyboard control
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|~ Sinilink Logo

U-SET B3 Setvoltage

Shift | Function key Shift OK OK
o Up and down adjustment, left and right
Direction nun shift/page turning
a1 O!

Q R T
Shift+ 0 Power on/off Shift+ ° Fast distribution network
. = . ==  Switching between Celsius °C
Shlft+n Turn on and off the buzzel 5h|ft+n e e
= |Bright djustment (BO~B5, . < ! :
Shift+ 6f”k?locnkel§fi;hé::srsr;en ( Sh|ft+u Set screen off time (0-9 minutes)

LOCK M9(24v)

MO
Sh ift+u Lock/unlock keys Sh ift+nm u Quickly recall data group MO~MS|

‘ Note: 1: Brightness adjustment BO~B5 can directly input the numbers "0~5" or adjust by "n n".

2: The screen-off time (0-9 minutes) can be directly input the number "0-9" or can be adjusted by "nn

3: M8/M9 are 12V/24V for quick transfer, used for 12V/24V electric soldering iron temperature adjustment or
fan speed adjustment.
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Product Size

79mm





image13.jpeg
@ o s |

TS IEVLLO

Can connectto N devices for
real-time communication.
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Sinilink power system communication diagram

Sinilink Cloud

External network
control and viewing

LAN can communicate in real time
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WIFI module for CNC power supply
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= Mobile APP

= PC upper computer

® LAN real-time communication

= External network control and viewing

® Support multi-machine communication

® Support Tmall Genie, Baidu Voice, Xiao Ai voice control switch

® Open source design
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Output voltage

Maximum voltage Maximum current

Minimum voltage Minimum current

Output current

Each grid represents 0.1V/0.01A
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Store data group
Set voltage
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age protection
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System parameter setting interface

Brightness adjustment (BLO~BL5) —® Night mode set the screen time

Switch between °C and °F Internal temperature correction

Buzzeron and off ———aeL = Remote control enable setting

Settheme background color Set the theme foreground color
Device address

Baud rate

Output voltage

Output current
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Distribution network interface

Set the pairing mode of the

o WiFi module:
NONE: not set;
O AP: Enter AP pairing mode
TOUCH: Enter Touch pairing

mode

When the module is connected to the

Display the current status of the WiFi module;
network, it displays its own IP address.

NULL: failed to access the router;

TOUCH: Touch pairing mode;

AP: AP pairing mode;

ROUT: successfully connected to the router;
SERVER: successfully networked and went online;
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DIGITAL CONTROLLED DC POWER SUPPLY XY5008
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1.8 inch large screen LCD display
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Digital controlled DC power supply XY5008 step-down type

Upgraded version of the second generation, with full viewing
angle 1.8 inch large screen display, high resolution

You can see a clear and natural picture no matter at any angle!
B£.0~55.00v

0.0~50.00

sV O.0~B000A HOow a‘ﬂgroup
Input voltage Output voltage Output current Output Power | Storage space
Product parameter
DC6.0~55V (Ultimate low
voltage 5.5V, extreme
high voltage 60V
DC0.0V~50V

0.000A~8.100A
0~400W
Vpp-150mv
Power main interface

0.01v

0.001A

+0.4%+1 byte
+0.5%+3 bytes

0UT :25. 88U 8.888A 125, 8 225 , 0-999999AH
Power parameter System parameter g . 0-999999WH
settinginterface SIS Distribution network

With scrollbar indication | Setting interface interface 0-1000 hour

Has a nearly perfect protection mechanism:
Input anti-reverse connection protection, output
short-circuit protection, short circuit does not burn.

Over voltage protection (OVP), over current protec-
tion (OCP), over power protection (OPP), over temperature protection
(OTP), input under voltage protection (LVP)

Note: This product is a DC step-down digitally controlled regulated
power supply, that is, the output voltage must be lower than the
input voltage (pressure difference> 0.05% + 1V). Do not use it
with AC or when the input voltage exceeds the voltage range.
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Rotary coding potentiometer button
High—deﬁnition LCD (High quality aluminum alloy knob cap, good hand feeling)

One-piece frosted panel ~ Remote control  oN/OFF button
infrared receiver

Intelligent silent tempera-
ture-controlled fan, the fan will
automatically start when the tem-
perature is greater than 50 de-
grees or the current is greater
than 2A

WIFI communication module
15A sendust magnetic ring inductor
WIFI communication

module interface

Fan interface

Pluggable terminal block

Note: The temperature sensor/fan and other interfaces on the moth-
erboard are not allowed to connect to non-original accessories to pre-
vent burning the host!
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Generation 1.44 inch LCD screen

Second generation 1.8 inch

large screen LCD + remote

control digital keyboard control





